S e POWERCOM

MAC-MRT & SNMP-DAS807

Test Report

www.pcmups.com.tw



Corporation : MEGATEC CO, LTD

Product Hardware : DASO7
Product Firmware : 3.6.DA806.PCM
Product Appearance : Mini size

Compatible : Powercom MAC / MRT series
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Complete Pn'ﬁ;er Solution™ PO WERCOM

Al. Information >> UPS Status >> Utility Power

A \etAgentA

[02:44:44] Utility power has been restored.

k"‘""

UPS Manufacturer:
UPS Firmware Version:

UPS Model:

Voltage Rating: 230.0 Frequency Rating: &0.0

UPs

VerRun

Tower-1000

Battery Voltage Rating: 0.00

F
v‘m"

UPS Status

Battery Status

External Battery Status
Temperature

2r0C(806F)
Battery Status Battery Mormal
Battery Capacity 84 9%
Battery Voltage 27 1
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Complete Power Solution™

A2. Information >> UPS Status >> Battery Power

NetAgentA

Voltage Rating: 2300 Frequency Rating: 60.0

[02:52:33] UPS has switched to battery power.

Battery Violtage Rating: 0.00

"
A‘h"‘.q-r
UPS Manufacturer: UBS
UPS Firmware Version: VerRun
UPS Model: Tower-1000
00:00:11
AC Status On Baftery
Input Line Voltage 0ov Input Max. Line Voltage 2140V
Input Min. Line Voltage 0ov Input Frequency 0.0Hz

LUPS Status

rs
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Complete Power Solution™

B1. Information System Status >> System Information

[02:53:53] Utility power has been restored.

System Information [REIEENTHTEnE el T T S RTTES

System Information

Hardware Version

Firmware Version

HDASB07 UPS Last Self Test
UPS Next Self Test

Serial Number 3927492815 UPS Critical Load B0 %
System Name UPS Agent UPS Critical Temperature 70.0 ©
Systermn Contact Adminisirator UPS Critical Capacity 10 %
Location My Office

System Time 20181217 02:56:05

Uptime 000834

Warning will be initiated 10 minute({s) before Scheduled Shutdown Event

Send Email for Daily Report (No)

B2. Information >> System Status >> UPS Information

[02:53:53] Utility power has been restored.

NetAgentA

YRGB GO UPS Information I R FTTES

UPS Manufacturer UPS
UPS Firmware Version VerRun
UPS Model Tower-1000

UPS Information

Date of last battery replacement

Number of Batteries

(o]

Battery Charge Voltage 2267V

Battery Information

Voltage Rating 230.0v

Frequency Rating 60.0 Hz

Rating Information

WWW.PCMUps.con.tw



Complete Power Selution™ PO WERCOM

CC. Information >> Remote Control

=1. ' N etAg e ntA [02:59:27] U__!J:S i:"_ltemal sel__f-test complete.

Remote Control
(UPSTesting &

®' 10-Second Test

Deep Battery Test for |10 minute(s)
Test until battery capacity below (10 %
Test Until Battery Low

Cancel Test

Miscellaneous

Turn off UPS when AC power Fails

Put UPS in Sleep mode for G0 minute(s)

Wake up UPS

Reboot UPS

UPS Buzzer On/Off

UPS Qutlet1 ON

UPS Qutlet1 OFF

UPS Qutlet2 ON

UPS Qutlet2 OFF

UPS Bypass ON

UPS Bypass OFF

UPS High Efficiency 10% ON
UPS High Efficiency 15% ON

UPS High Efficiency OFF
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Complete Power Selution™ PO WERCOM

DD. Configuration >> SNMP

N etA g e ntA [02:59:27] UPS intemal self-test complete.

[FLLETGIM Access Control | Trap Notification | Device Connected 9

System Name UPS Agent
System Contact Administrator
System Location My Office

SNMP UDP Port
NetAgent SNMP Port 161

Trap Receive Port 162

SNMPv3 Engine ID

SNMPv3 Engine ID Format Type * MAC Address »
SNMPv3 Engine ID Text 80003461030003ea18c8cf

L

System will reboct when these items have been Applied.
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Complete Pos

4% iRecasoning MIB Browser
File Edit

Operation:  Tools  Bookmarks Help

POWERCOM

=101 x|

J’.ddreﬁ:l 10.192.171.127

=l

Advanced. ..

MIE Tree
= Ly iso.orgdod internet private enterprises ppo
= | products
2 | hardware
Bl || ups
. upsldentp
+]-- | upsBatteryp
- upslnputp
EI i upsBaselnput

G- upsmartlnput
. upslutputp
. upsConfigp
. upsContwolp
. upsTestp
. upsTheeePhase
H-- ) upsEnvironment
= [ ppemgmt
B | meonfig
&) meonfigTrapsReceiversNum
[ mconfigTrapsReceiversTable
SNMPvl TRAPs
- commdcation].ost
,; upsverload
- % upsDisgnosticsFailsd
% upsDischarged
,-; ups_nBatterys

[ 0 ey W W s O B e

m
%
i

4 ups Tumed Off LI
HName upsBasslnputPhaz a
oID 13614183511.1311
MIE HPPC-MIB
S mtac INTEGER
Access read-only
Status mandatore
DefVal
Indexes
The current AC input phase.
Descr -
d

OID: I 13614183511.131.10

Result Toble |

LI Operations: I Wall

LI .Go

NarneOID Falue Type IP:Part
upsBaseldenthtdodel 0 Torer-1000 Octetitring 101921711, |«
upsBaseldentUpstlame 0 Octetitring 10.192.171.1...
upsimartd entFiomrare Revigon 0 Ver Eun Octetitring 101921711,
upsEmartldentDateOfManufacture 0 Octetitring 101921711,
upsEmartdentll psferal N umber 0 Octetitring 101921711,
upsimartldentd gentFirmware R evision 0 36 DABG PCHM Octetitring 10.192.171.1...
upsBazBatte S tatiz0 batterlommal (2) Inte ger 101921711,
upsBazBattery TimeCOnBattery. 0 0 Inte ger 101921711,
upsBazBattervLastReplaceDate 0 Cotetitring 101921711,
upsimartBatterCapacity. 0 04 Inte ger 101921711,
upsimantBattery¥oltage 0 270 Tnte ger 101921711,
upsimartBattery Temperatore 0 230 Inte ger 101921711
upsimartBatteryE un TimeFemaiming 0 0 Tnte ger 101921711,
upstmartBatteryReplacelnd icator0 0 Tnteger 101921711,
upstmartBatteryFullCharge Voltage 0 0 Tnteger 101921711,
upsimartBattery” urrent.0 0 Tnteger 101921711,
1361419351.1.12280 1 Tnte ger 10.192.171.1...
upsBaselnputhaze 0 1 Tnteger 10.192.171.1...
upsEmartinputl ineVoltage 0 2130 Tnte ger 101921711,
upsEmartinputhfaxdine Voltage 0 2140 Inte ger 101921711,
upsEmartnputhtdinline Voltage 0 2115 Inte ger 101921711,
upsEmartlnputFrequency 0 i} Inte ger 10.192.171.1...
upsSmantlnputl fneFailCanze 0 o Transfer (1) Inte ger 101921711,
upsBazmOutputitatuz 0 onLdne (2 Inte ger 101921711,
upsBazmOutputPhase.0 1 Ints ger 101921711,
upsimartCutputVoltage 0 2200 Inte ger 101921711,
upaSmartCutputFrequency .0 ain Inte ger 101921711
upsSmartCutputl.oad .0 0 Inte ger 101921711
1361419351114240 i} Tnte ger 101921711
1261419351.1.14250 0 Tnte ger 10.192.171.1...
1361419351.1.14260 0 Tnte ger 10.192.171.1...
upsBasConfigh umDevices 0 4 Tnteger 10.192.171.1...
indexCfDevice. 1 Tnteger 101921711,
indexCfDevice 2 2 Tnteger 10.192.171.1...
ind e Device 3 K] Tnte ger 101921711,
ind e Device 4 4 Inte ger 101921711,
nameOfDevice 1 Octetitring 10.192.171.1...
nameOfDevice 2 Octetitring 10.192.171.1...
nameOfDevice 3 Octetitring 101921711,
nameOfDevice 4 Octetitring 10.192.171.1...
waRatingOfDevice 1 0 Inte ger 101921711,
wvaRatingOfDevice 2 0 Tnte ger 101921711,
waRatingOfDevice 3 i} Tnte ger 101921711
vaRatingOfDesvice 4 0 Inte gex 101921711
devicedoeent.l no (23 It zer 1D.192.1?1.1...L|

2m

- AN el N

Jiz0.0rg dod internet. private enterprizes ppe. products hardware ups upslnputp upsBaselnput upsBaze InputPhaz= 0
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Complete Power Solution™ PO WERCOM

EE. Configuration >> Email

.1 ﬂx [03:13:48] Mail has been sent
B i NetAgentA |

-
SNGHRE WV Email for Event Log | Email for Daily Report
Email Server smtp.amail.com
Email Port 4535
Enable S5L on Email Transmission SSLTLS v
Sender's Email Address dinow46{@amail.com
Email Server Requires Authentication YES ¥
I Account Name dinow46
Password
Sending test mail

& UPS Agent(10.192 171.137):This is  test email - PEZEF (1SO) M=
BEE HEE WRO TEO B HEE "
s & w % X 0 O W
BlfE FEEIRE @ FIED =3 t—E TFT—® &SRR
HtF&: dinowd Bgdgmail.carm

AH: 018F12R1TH £ 1117
& dinowiEupspowWe oL Corm. b
F5: LIPS Agent(10.192.171.137This is a test emnail
Y
If vou recetved this test mail it means that vour mail settings are correct.
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Complete Power Solution™ PO WERCOM

FF. Log Information >> Event Log

B 5 NetAgentA e

12 ] AlEveais: 2018-12-17 Mon.

Events List Events census

Refresh

Sun. Mon. Tue. Wed. Thu. Fri. Sat.

10

[ 03:17:47]: Mail has been sent
[ 03:13:48]: Mail has been sent
[ 03:13:25]: Mail has been sent
[ 03:13:11]: Mail has been sent
[ 03:12:18]: Mail informtion incomplete.

[ 02:59:27]: UPS internal seli-test complete.
[ 02:59:02]: UPS self-test start

[ 02:53:53]: Utility power has been restored.

20 30 40 50 60 70 80

H 90 100 110 120 130 140 150

ag [ 02:52:33]: UPS has switched to battery power.
9 | [ 02:44:44]: Utility power has been restored.
[ 02:44:10]: UPS has switched to battery power.
160 79 180 190 200 210 220 | ;00 ups nas swtchoato batery power
m [ 02:29:13]: Server address can not be resolved.
a LO [ 02:20:14]: UPS communication has been lost.

230 240 250 260 270 280 290

[ 02:18:06]: UPS communication has been lost.

300 310
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Complete Power Solution™ PO WERCOM

.1 ' . [03:17:47] Mail has been sent
B i NetAgentA K e

12 ] AllEvents 2018-12-17 Mon.

Events List Events census

Sun. Mon. Tue. Wed. Thu. Fri. Sat.

10

zil informtion incomplete.: 6.67%

Utility power has been UPS communication has been
restored.: 13.33% lost.: 13.33%

20 30 40 50 60O 70 30 |Jursserteststart: 6.67% UPS has switched to batte
ternal self-test complete. : 9 povesiRtbult
8.67% T — Server address can not be

Mail has been sent: 26.67% resolved.: 8.67%

90 100 110 120 13©@ 140 150
242

g i @ UPS communication has been lost. 2

16° @ 1 BG 1 go 200 210 220 ® UPS has switched to battery power. 3
m Server address can not be resolved. 1

0LO Mail has been sant 4

230 240 250 260 270 280 2900 UPS internal self-test complete. 1
UPS salf-test start 1

@ utility power has been restored. 2

300 310 P
@ Mail informtion incomplete. 1
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Complete Power Solution™

GG. Log Information >> Data Log

Data Chart [EMEIERE]

1 5 NetAgentA

Data Chart--2018/12/17

POWERCOM

[03:17:47] Mail has been sent

10 760.02 - 240 - 213.6 -
60.00
213.4 X
5
235
59.98
213.2 -
§ 1s5.96
4_ -
212.3 -
59.92
225
2 -
o 212.6
o Jds0.88 - 220 - 212.4

—8— Input volt.(v)

Freq.(Hz)
—&8— Battery Volt.(\)

—i— | ALy

213 Qutput Volt.(\)
59.9 —¥— Temperature("C F)
27.1 —#— Capacity(3:)

n

__...__.,.._.:.l.‘._,___._.m

- 31.5
® Q Show all
_.-" I %10
- 30.5

L 29.5

v L4 L% 290
@

® ® ® 255

02:34

2712

—27.10

—27.08

- 27.08

- 27.02

— 27.00

— 26.98

27.05

— 95.0

—94.5

|- 53.5

—93.0

Date of Datalog: 2018/12/17
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II. UPSMON PRO Support

k% UPSMON PRO ¥2 .46 |:|_ ['X]

D UrPSMON PO

Fower Source Battery Capacity Load Lesel

E@ Power Status AC Utility Power

; Input Voltage 212 (V)

; Cutput Voltage 230 (V)

K mpwFrequency 60 (Hz)
m Battery Status Normal

. Battery Capacity 96 (%)
. Battery Voltage 27.1 (V)

@ TPE Status ON-Line

& UPS Load 7 (%)
d}. UPS Temperature 28 (©)

The UPS iz working normally
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