
The cabinet usage
specifications are
purchased by the
customer according
to the customer's
requirements.

EIA BRACKETS & HARDWARE

ATS/MBPS WITH
GENERATOR SWITCH

TC-650/TC-1100

EIA RACK SIDES &
HARDWARE

BATTERIES INSTALLED
BY CUSTOMER

SHELF

BATTERY SHELVES GO IN
OPEN SIDE UP WITH TO
BACK WALL OF CABINET

BAT.

100AH

BAT.

100AH

Model No. Ti t le

Mounting cabinet diagramTC-650/TC-1100



O PTIONAL
BATTERY
HEATER
MAT

UPS IN

BYPASS 
CONTROL( 48 VDC)

UPS OUT

1. UTILITY 2. GENERATOR 1. UPS MO DE 2. BYPASS

UPS INPUT OUTPUT RECEPT

GEN  IN AC OUTUTILITY IN

I

O

I

O

USB

Warning:
Heavy Object
30.8lbs, 14Kg

Read The Operator's
Manual B efore Installation
Or Servicing

GENERATOR INPUT MAIN INPUT CONNECT TO LOAD

BAT.

BAT.

100AH

100AH

TEMP. SENSOR

BLK

NUT

24VDC  FAN

RED
BLK

RED

BLK

TEMPERATURE PROBE MUST BE
ATTACHED TO TOP BATTERY
TERMINAL B -

BATTERY CONNECTOR
ANDERSON YELLOW  SB-50

TC-650/TC1100

ATS

UPS INPUT

UPS OUTPUT

ATS BYPASS CONTROL

Model No. Ti t le

Wiring diagramTC-650/TC-1100


